
Product Info ARDROX®

Penetrant Processing Guide

Penetrant

ARDROX 906
ARDROX P6R
ARDROX 9702
ARDROX 9703
ARDROX 9704
ARDROX 970P25E
ARDROX P136E

ARDROX 9D4A
ARDROX 9D75
ARDROX 9D1B
ARDROX NQ1

METHOD A — WATER WASHABLE

Dwell Wash* Dry Developer Dwell Inspect

Penetrant

ARDROX 906
ARDROX P6R
ARDROX 9702
ARDROX 9703
ARDROX 9704

ARDROX 9D4A
ARDROX 9D75
ARDROX 9D1B
ARDROX NQ1

ARDROX 9PR50

METHOD C — SOLVENT REMOVABLE

Dwell Solvent Wipe* Developer Dwell Inspect

ARDROX 9812
ARDROX 9813
ARDROX 9814

ARDROX 9881
(10% Dip)
(5% Spray)

ARDROX 9D4A
ARDROX 9D75
ARDROX 9D1B
ARDROX NQ1

METHOD D — POST EMULSIFIABLE, HYDROPHILIC

5–45 Minutes 50–100° F

50–100° F 50–100° F< 3 Minutes

5–45 Minutes 5–45 Minutes

5–45 Minutes 5–45 Minutes

5–45 Minutes
*Control critical, over washing will adversely affect sensitivity.

*Do not spray solvent directly onto surface for removal of excess penetrant. Use Solvent Wipe Technique.

ARDROX 970P25E
ARDROX P136E
ARDROX 9812
ARDROX 9813
ARDROX 9814

*Contact Time Critical     LIQUID PENETRANT INSPECTION RANGE     All ARDROX Products meet AMS 2644 requirements and can be found in the QPL AMS 2644 database.
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Chemetall is proud to serve North America from the following locations:
North American 
Headquarters 
675 Central Avenue 
New Providence, NJ 
07974 
908-464-6900 
Toll-free: 800-526-4473 
Fax: 908-464-7914

Chemetall Canada 
115 East Drive 
Bramalea,  
Ontario L6T 1B7 
905-791-1628 
Toll-free: 877-311-1471 
Fax: 905-791-1459 

Chemetall Central 
Branch 
1100 Technology Drive 
Jackson, MI 49201
517-787-4846
Toll-free: 877-941-3800
Fax: 517-787-5538

Chemetall Mexicana,  
S.A. de C.V. 
Avenida El Tepeyac 
No. 1420-B 
Parque Industrial  
O’Donnell-Aeropuerto 
El Marqués, Querétaro,  
CP 76250 México
52-442-227-2000 
52-442-227-2001 
Fax: 52-442-227-2002 

Chemetall  
Western Branch 
16961 Knott Avenue 
La Mirada, CA 90638 
714-739-2821
Toll-free: 800-331-1197 
Fax: 714-670-6480

ARDROX® is a registered trademark of Chemetall.   

The product information contained in this brochure has been compiled to the best of 
our knowledge on the basis of thorough tests and research work and with regard to 
the current state of our practical experience in the industry. This product information 
is non-binding. Our statements relating to possible uses of the product do not 
constitute a guarantee that such uses are appropriate in a particular user`s case or 
that such uses do not infringe the patents or proprietary rights of any third party. 
We assume no risk or liability whatever in connection with any particular use, if not 
expressly confirmed by us in writing. Therefore Chemetall grants no warranty and 
does not accept any liability in connection with this product information or its use. 
Except where noted otherwise, all registered trademarks are owned by Chemetall or 
its affiliated companies. The reproduction of any or all of the information contained 
in this brochure is expressly forbidden without Chemetall’s prior written consent.  
© 2015 Chemetall GmbH Frankfurt am Main, Germany

Liquid Penetrant Inspection Range
Penatrant Remover/Emulsifier Developer

White Light Classification Sensitivity Product Removal Method Product Form Product
Type 1 Fluorescent Water Washable Level 1 ARDROX 9702 Method A: Water Form a: Dry powder ARDROX 9D4A

Level 2 ARDROX 9703 Form c: Water ARDROX 9D75

Level 2+ ARDROX 9704
Method C: Solvent removable ARDROX 9PR50 Form d/e: Non-aqueous

ARDROX 9D1B

Level 3 ARDROX 970P25E ARDROX NQ1

Level 4 ARDROX P136E

Post Emulsifiable Level 2 ARDROX 9812
Method C: Solvent removable ARDROX 9PR50

Form a: Dry powder ARDROX 9D4A

Level 3 ARDROX 9813 Form c: Water ARDROX 9D75

Level 4 ARDROX 9814 Method D: Post emulsifiable, hydrophilic ARDROX 9881 Form d/e:  
Non-aqueous

ARDROX 9D1B

ARDROX NQ1

Type 2 Visible Water Washable & 
Solvent Removable

N/A ARDROX 906 Method A: Water

ARDROX P6R

Method C: Solvent removable ARDROX 9PR50 Form d/e: Non-aqueous
ARDROX 9D1B

ARDROX NQ1

All ARDROX products meet AMS 2644 requirements and can be found on the QPL AMS 2644 database

Non-destructive penetrant testing products for the 
demanding requirements of the aerospace industry. 
Chemetall offers a full portfolio of penetrants, cleaners 
and developers for use on both metallic and non-metallic 
surfaces requiring visible and/or UV inspections.


